
Feb 06 04 04:57p 

2360 Palumbo Drive 
Lexington, KY 40509 
(859) 269-2351

Parker Seals 8593355125 

Date: 
Compound: 

Size: 
Page: 

2/5/2004 
AS NOTED 

2-214 
I of 1 

LABORATORY TEST REPORT 

Original Pt,ysical Properties, ASTM D412, 02240 
Hardness, Shore A, pts, 
Tensile Strength, psi. min 
Ultimate Elongation, %, min 
Specific Gravity 

Low-Temperature Resistance. ASTM D1329 
Temperature Retraction, 
TR, Point, Max 

Compression Set: 
170 h@ 75±5°F}, ASTM D395 Method B 
Percent of Original Deflection, max.,%i 
Under 0.110 inch 
Over 0;110 inch 

Ory Heat Resistance: 
170 h @ 392'F} ASTM 0573 
Hardness Char:ge 
Tensile Change,%, max 
Elongation Change,%, max 
Weigbt Loss,%, max 

Compression Set, 
122 h@ 347'F), ASTM D395 Method B 
Percent of Orig nal Deflection, max.,% 
Under0.110 inch 
Over0.110 inch 

AMS 3021 70h @ 302"F 
Hardness Change 
Tensile Change,%, max 
Elongation Change,%, max 
Volume Change,%, max 
COMPRESS!O\I SET,%, max 
Under 0.110 inch 
Over 0.110 inch 

Aromatic Fuel Resistance: 
Fuel 8, 122 h @ 73'F), ASTM 0471 
Hardness Change 
Tensile Change,%, max 
Elongation Change,%, max 
Volume change, % 
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